United States Patent

US009407733B1

(12) 10) Patent No.: US 9,407,733 B1
Mizrahi (45) Date of Patent: Aug. 2, 2016
(54) TIME CORRECTION USING EXTENSION 370/503
FIELDS 2011/0051754 Al* 3/2011 Lansdowne ................. 370/503
2011/0087803 Al* 4/2011 Sunetal. ..o 709/248
71) Applicant: M 1l Israel (ML.LS.L) Ltd., Yokn
(71) Applican (I;)rve srael ( ) Litd., Yokneam FOREIGN PATENT DOCUMENTS
EP 2254267 Al 11/2010
(72) Inventor: Tal Mizrahi, Haifa (IL) WO  WO-2012065823 Al 5/2012
(73) Assignee: MARVELL ISRAEL (M.LS.L) LTD., OTHER PUBLICATIONS
Yokneam (IL.) IEEE Std 802.11¢/D11.0, “IEEE Standard for Information technol-
" . . . . . ogy—Telecommunications and information exchange between sys-
(*)  Notice: SubJeCt. to any (?;S(Cilalmeé,. the Iiermefﬂ;l; tems—Local and metropolitan area networks—Specific require-
patent 1s extended or adjusted under ments, Part 11: Wireless Medium Access Control (MAC) and
U.S.C. 154(b) by 59 days. Physical Layer (PHY) Specifications: Amendment 7: Medium
) Access Control (MAC) Quality of Service (QoS) Enhancements,”
(21)  Appl. No.: 14/076,403 The Institute of Electrical and Electronics Engineers, Inc.,Oct. 2004.
. IEEE P802.1AS/D0.8, “Draft Standard for Local and Metropolitan
(22) Filed: Nov. 11, 2013 Area Networks—Timing and Synchronization for Time-Sensitive
Applications in Bridged Local Area Networks,” The Institute of Elec-
R trical and Electronics Engineers, Inc., May 25, 2007.
Related U.S. Application Data Abstract of IEEE 802.1AS Standard, “802.1AS— Timing and Syn-
. e chronization,” The Institute of Electrical and Flectronics Engineers,
(60)  Provisional application No. 61/724,806, filed on Nov. Inc., available at http://www.icee802.0rg/1/pages/802.1as.html,
9,2012. (Mar. 30, 2011).
(51) Int.CL (Continued)
HO4L 29/06 (2006.01) . .
HO04J 3/06 (200601) Prlmary Examiner — Stephen J Clawson
(52) US.ClL 57 ABSTRACT
CPC ... HO4L 69/22 (2013.01); H04J 3/0635 7 o o
method for maintaining time at a network device includes
(2013.01) A method f ng k d lud
(58) Field of Classification Search receiving a packet that (i) copforms toa Protocol that does not
CPC HO4L 69/22: HO4J 3/0635 dpﬁne a dedlcated. ﬁqld for time correction gnd (ii) includes a
USPC """"""""""""""" ’ 370/474 time stamp specifying a time, determining whether the
g lt """ ﬁlf """"""" lt """""" hh t received packet includes an existing field specifying time
e application lile for complete search hustory. correction information to be used for correcting the time
. specified by the time stamp, and, in response to determining
(56) References Cited that the packet does not include an existing field specifying
U.S. PATENT DOCUMENTS time.co.rrect.ion informe}tiop, adding to the packet a new field
specifying time correction information to be used for correct-
5,793,976 A * 81998 Chen efal. .cocoooooeeen 709/224  ing the time specified by the time stamp.
2005/0160272 Al*  7/2005 Teppler .....ccceocevevvene 713/178

2008/0298398 Al* 12/2008 Eidson

HO04J 3/0685

10 Claims, 7 Drawing Sheets

300

RECEIVE PACKET INCLUDING
{1) TIME STAMP GENERATED BY
SOURCE NODE AND
{Il) PLURALITY OF TIME
CORRECTION FIELDS EACH
CORRESPONDING TO
DIFFERENT ONE OF PLURALITY
OF INTERMEDIATE NODES

l

IDENTIFY (1) TIME SPECIFIED BY
TIME STAMP AND () TIME
CORRECTION INFORMATION
SPECIFIED IN PLURALITY OF
TIME CORRECTION FIELDS

20

Vo

|

USING TIME CORRECTION
INFORMATION AND TIME
SPECIFIED BY TIME STAMP TO
SYNCHRONIZE CLOCK
MAINTAINED BY DEVICE TO
CLOCK MAINTAINED BY
SOQURCE NODE

330




US 9,407,733 B1
Page 2

(56) References Cited

OTHER PUBLICATIONS

IEEE P1588TM D2.2 “Draft Standard for a Precision Clock Syn-
chronization Protocol for Networked Measurement and Control Sys-
tems,” The Institute of Electrical and Electronics Engineers, Inc.,
2008.

IEEE Std. 1588TM-2008 (Revision of IEEE Std. 1588-200), “IEEE
Standard for a Precision Clock Synchronization Protocol for
Networked Measurement and Control Systems,” The Institute for
Electrical and Electronics Engineers, Inc., IEEE Standard, Jul. 2008.
D. Mills, et al., “Network Time Protocol Version 4: Protocol and
Algorithms Specification,” Request for Comments: 5905, Internet
Engineering Task Force (IETF), Jun. 2010.

R. Zarick, et al., “The Impact of Network Latency on the Synchro-
nization of Real-World IEEE 1588-2008 Devices,” Proc. of the 2010
Int’l IEEE Symposium on Precision Clock Synchronization for Mea-
surement, Control and Communication, pp. 135-140, Sep. 27-Oct. 1,
2010.

A. Mukherjee, “On the Dynamics and Significance of Low Fre-
quency Components of Internet Load,” Internetworking: Research
and Experience. vol. 5. No. 4. pp. 163-205, 1992.

V. Paxson, “End-to-End Internet Packet Dynamics,” IEEE/ACM
Transactions on Networking, vol. 7(3), pp. 277-292, Jun. 23, 1997.
G. Appenzeller, et al., “Sizing router buffers,” SIGCOMM, 2004.
M. Alizadeh , et al., “DCTCP: Efficient packet transport for the
commoditized data center,” SIGCOMM, 2010.

A. Abdul, et al., “Integration of HSR and IEEE1588 over Ethernet
networks,” Proc. of the 2010 Int’l IEEE Symposium on Precision
Clock Synchronization for Measurement, Control and Communica-
tion, pp. 77-82, Sep. 27-Oct. 1, 2010.

O. Gurewitz, et al., “One-Way Delay Estimation Using Network
Wide Measurements,” IEEE Trans. on Information Theory, vol. 52,
No. 6, pp. 2710-2724, 2006.

O. Gurewilz, et al., “Estimating One-Way Delays from Cyclic-Path
Delay Measurements,” Proc. of Twentieth Annual Joint Conf. of the
IEEE Computer and Comm. Societies (IEEE INFOCOM 2001), vol.
2, pp. 1038-1044, 2001.

S. Lee, “An Enhanced IEEE 1588 Time Synchronization Algorithm
for Asymmetric Communication Link Using Block Burst Transmis-
sion”, IEEE Communications Letters, vol. 12, No. 9, pp. 687-689,
Sep. 2008.

S. Lv, et al., “An Enhanced IEEE 1588 Time Synchronization for
Asymmetric Communication Link in Packet Transport Network,”
IEEE Communications Letters, vol. 14. No. 8. pp. 764-766, Aug.
2010.

N. Simanic, et al., “Compensation of Asymmetrical Latency for
Ethernet Clock Synchronization,” Proc. of the 2011 Int’l IEEE Sym-
posium on Precision Clock Synchronization for Measurement, Con-
trol and Communication (ISPCS), 2011, pp. 19-24, 2011.

A. Corlett, et al. “Statistics of One* Way Internet Packet Delays”,
Internet Engineering Task Force, Aug. 2002, available at http://tools.
iethorg/id/draft-corlett-statistics-of-packet-delays-00.txt.

J. Zhang, et al., “PDV-based PTP LSP Setup, Reoptimization and
Recovery,” Internet Engineering Task Force, Oct. 2011.

W. Chin, et al., “IEEE 1588 Clock Synchronization using Dual Slave
Clocks in a Slave,” IEEE Communications Letters, vol. 13, No. 6, pp.
456-458, Jun. 2009.

ITU-T Recommendation G.8265.1/Y.1365.1, “Precision time proto-
col telecom profile for frequency synchronization,” Int 'l Telecommu-
nication Union, Oct. 2010.

IEEE Std. C37.238TM-2011, “IEEE Standard Profile for Use of
IEEE 1588TM Precision Time Protocol in Power System Applica-
tions,” Institute for FElectrical and Electronics Engineers, Inc., Jul.
2011.

IEC 62439-3, “Industrial communication networks—High availabil-
ity automation networks—Part 3: Parallel Redundancy Protocol
(PRP) and High-availability Seamless Redundancy (HSR),” Interna-
tional Electrotechnical Commission, 2010.

K. Weber, et al., “High availability seamless automation ring (Draft
IEC 62439-3) and IEEE 1588 time sync dependencies,” Institute for
Electrical and Electronics Engineers, Inc., Oct. 2010.

Mills, “Internet Time Synchronization: The Network Time Protocol,”
Network Working Group Request for Comments, No. 1129, Oct.
1989.

Mizrahi, “Slave Diversity: Using Multiple Paths to Improve the
Accuracy of Clock Synchronization Protocols,” 2012 IEEE Int’l
Symposium on Precision Clock Synchronization for Measurement,
Control, and Communication (ISPCS), Sep. 24, 2012.

Shpiner et al., “Multi-Path Time Synchronization,” Internet Engi-
neering Task Force (IETF), Oct. 15, 2012.

* cited by examiner



US 9,407,733 B1

Sheet 1 of 7

Aug. 2, 2016

U.S. Patent

vl 99 as
3
Z1naow ERRE SSTUO
M001D
9. <L 9 1INN 1INN 29 v§ 1INN 1INN \Nm
~~{ 1NN uNn 7 ~H invw | |1o313a H S~ INIVA | | 1o313a H
HONAS | | al o4aNI ANIL 401 JNIL 401
INIL INIL
0L 09 0S
a SSTUONI |/ SSIHONI |/
Nz / \ Nasl , \vel d
/ \ g
\ \ / \\
\ \\
\ e
\ \S‘
\ \Nr / 0z
\NN L
voe 7] | 3naow
.............. vor ] MO0TO
G001 IAVIS) | g
N3O (D010 ¥3ALSYW)
ETNEL
I OI4
S\




US 9,407,733 B1

Sheet 2 of 7

Aug. 2, 2016

U.S. Patent

90!

¢ OId

oLl
r

(s19100 ) HNIAAVd

(s18100 8) NOILYIWHOANI NOILOFHHOD JNIL

(S19100 Z) H1ONTT (s19100 Z) AdAL a13l4

001

/#o_‘ /Nor

o)



US 9,407,733 B1

Sheet 3 of 7

Aug. 2, 2016

U.S. Patent

\

vorl

(NOILYIYOANI NOILOIHHOD INIL L IAON ILVIAIWHILNI HLIM)
L 1314 NOISNILXT

dNVLS JINIL LIASNVHL

o
s}

dAV.LS JNIL IAIFO3Y

dNVLS FNIL F1VNIOIHO

YL

dAVLS FNIL JONIH3I4TH

H3IHILN3IAl IONFHI43d

NOISH3dSIa 100

AvV1dd 100d

o~
N N
A -

NOISIOTdd T10d WNLVHLS aaow {NA]

awi

ve 'Old



US 9,407,733 B1

Sheet 4 of 7

Aug. 2, 2016

U.S. Patent

\

vorl

(NOILYINHOANI NOILOTHHOD JWIL € 3AON ILVIAGINSILNI
% NOILYIWHOANI NOILOIHEOD JINIL L IAON JLVIAIWHTLNI HLIM)
L d7314 NOISN3LX3

dINV1S INIL LINSNVYH.L

dNVLS FWIL IAIFOFA

dNV1S FNIL FLVNIDI-HO

YL

dWV1S JNIL IONFHI43H

H{3I411LNIAI 3ONIH34T

NOISY3dSId LO0H

AY1303 100d

N
NN
A -~

NOISIOFHd 110d WNLVHLS 300N |NA] 1T

aw

g¢ ‘Ol



US 9,407,733 B1

Sheet S of 7

Aug. 2, 2016

U.S. Patent

\

a0vl

(NOILYWHOLNI NOILOTHYOD JWIL Z IAON JLVIAIWHILNI HLIM)
¢ @734 NOISN3ALX3

\

Yovl

(NOILYWHOANI NOILOTHHOD FWIL | IAON ILVIAIWHILNI HLIM)
L @731d NOISN3LX3

dAVLS JNILL LINSNVEL

dAVLS FNIL IAIFOTH

dAV1S FNIL ALVYNIDIHO

dIAVLS JNIL SONIHTIT

HIHIINIAI IONITH33H

NOISH3dS1a 100d

Av13d 100d

NOISIOFd 7104 WNLVHLS 3aon [NA| 1

awipy

o€ 'OId



U.S. Patent Aug. 2, 2016 Sheet 6 of 7 US 9,407,733 B1

200
210
RECEIVE PACKET |
INCLUDING TIME STAMP
220
DOES
YES PACKET INCLUDE NO

EXISTING FIELD SPECIFYING
TIME CORRECTION
INFORMATION?

v 230 240~
UPDATE EXISTING FIELD ADD NEW FIELD SPECIFYING
SPECIFYING TIME CORRECTION TIME CORRECTION
INFORMATION INFORMATION

FIG. 4



U.S. Patent

Aug. 2, 2016 Sheet 7 of 7

00

RECEIVE PACKET INCLUDING
(1) TIME STAMP GENERATED BY
SOURCE NODE AND
() PLURALITY OF TIME
CORRECTION FIELDS EACH
CORRESPONDING TO
DIFFERENT ONE OF PLURALITY
OF INTERMEDIATE NODES

v

IDENTIFY (1) TIME SPECIFIED BY
TIME STAMP AND (11) TIME
CORRECTION INFORMATION
SPECIFIED IN PLURALITY OF
TIME CORRECTION FIELDS

Y

USING TIME CORRECTION
INFORMATION AND TIME
SPECIFIED BY TIME STAMP TO
SYNCHRONIZE CLOCK
MAINTAINED BY DEVICE TO
CLOCK MAINTAINED BY
SOURCE NODE

FIG. 5

US 9,407,733 B1

310

320

330



US 9,407,733 B1

1
TIME CORRECTION USING EXTENSION
FIELDS

CROSS-REFERENCES TO RELATED
APPLICATIONS

This disclosure claims the benefit of U.S. Provisional
Patent Application No. 61/724,806, entitled “Using the NTP
Extension Field for Time Correction,” filed on Nov. 9, 2012,
the disclosure of which is hereby incorporated herein by
reference.

FIELD OF THE DISCLOSURE

The present disclosure relates generally to devices that
maintain a clock and, more particularly, to techniques for
synchronizing clocks across a network.

BACKGROUND

Clock synchronization protocols are commonly used in
packet-based networks to synchronize the times and frequen-
cies maintained at different network devices. In such clock
synchronization protocols, a first network device, which
maintains a master clock, transmits a protocol message
including a master clock time to a second network device,
which maintains a slave clock. The second network device
utilizes the master clock time and an estimated network
latency to adjust the slave clock in order to synchronize the
slave clock with the master clock.

One such clock synchronization protocol is defined by the
Institute of Electrical and Electronics Engineers (IEEE) 1588
standard, and is commonly referred to as the “Precision Time
Protocol” or “PTP.” In PTP, the master clock device generates
protocol message packets (“PTP packets”) that include a
master clock time and a dedicated time correction field
defined by the IEEE 1588 standard. When a PTP packet
passes through an intermediate node in the communication
path between the master and slave clock devices, the inter-
mediate node modifies the dedicated time correction field to
indicate an amount of time (“residence time”) of the PTP
packet within the intermediate node. The slave clock device
can then use the master clock time and the contents of the
dedicated time correction field to make time adjustment cal-
culations. However, other protocols, such as the “Network
Time Protocol” (“NTP”) of the Internet Engineering Task
Force (IETF), do not define a similar dedicated time correc-
tion field.

SUMMARY

In one embodiment, a method for maintaining time at a
network device includes receiving, at the network device, a
packet that (i) conforms to a protocol that does not define a
dedicated field for time correction and (ii) includes a time
stamp specifying a time. The method also includes determin-
ing, at the network device, whether the received packet
includes an existing field specifying time correction informa-
tion to be used for correcting the time specified by the time
stamp, and in response to determining that the packet does not
include an existing field specifying time correction informa-
tion, adding to the packet, at the network device, a new field
specifying time correction information to be used for correct-
ing the time specified by the time stamp.

In another embodiment, a network device includes an
ingress configured to receive packets from a network, and a
time correction field detection unit configured to determine
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whether a packet that is (i) received via the ingress, and (ii)
conforms to a protocol that does not define a dedicated field
for time correction, includes an existing field specifying time
correction information to be used for correcting a time speci-
fied by a time stamp included in the packet. The network
device also includes a time maintenance unit configured to, if
the time maintenance field detection unit determines that the
packet does not include an existing field specifying time
correction information, add to the packet a new field specify-
ing time correction information, and configured to, if the time
maintenance field detection unit determines that the packet
includes an existing field specifying time correction informa-
tion, update the existing field specifying the time correction
information.

In another embodiment, a method for synchronizing time
or frequency at a device coupled to a network that includes a
plurality of intermediate nodes includes receiving, at the
device and from the network, a packet including (i) a time
stamp generated by a source node and (ii) a plurality of time
correction fields each corresponding to a different one of the
plurality of intermediate nodes. The method also includes
identifying, at the device, (i) a time specified by the time
stamp, and (ii) time correction information specified in the
plurality of time correction fields, and using, at the device, the
time correction information and the time specified by the time
stamp to synchronize a clock maintained by the device to a
clock maintained by the source node.

In another embodiment, a device includes one or more
ports configured to receive packets from a network, and a time
information identification unit configured to identify (i) a
time specified by a time stamp of a packet received via at least
one of the one or more ports, and (ii) time correction infor-
mation specified in a plurality of time correction fields of the
packet, where each of the plurality of time correction fields
corresponds to a different one of a plurality of intermediate
nodes in the network, and the time stamp was generated by a
source node. The device also includes a time synchronization
unit configured to use the time correction information and the
time specified by the time stamp to synchronize a clock main-
tained by the device to a clock maintained by the source node.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1is a block diagram of an example system in which a
slave clock of a client is synchronized to a master clock of'a
server based on signals transmitted to the client from the
server via anetwork that includes intermediate nodes, accord-
ing to an embodiment.

FIG. 2 is a diagram of an extension field used to support
time correction functionality in a system such as the example
system of FIG. 1, according to an embodiment.

FIG. 3A is a diagram of a time protocol packet after pro-
cessing by an intermediate node of a system such as the
example system of FIG. 1, according to one embodiment and
scenario.

FIG. 3B is a diagram of a time protocol packet after pro-
cessing by two intermediate nodes of a system such as the
example system of FIG. 1, according to one embodiment and
scenario.

FIG. 3C is a diagram of a time protocol packet after pro-
cessing by two intermediate nodes of a system such as the
example system of FIG. 1, according to another embodiment
and scenario.

FIG. 4 is a flow diagram of an example method for main-
taining time at a network device acting as an intermediate
node, according to an embodiment.



US 9,407,733 B1

3

FIG. 5 is a flow diagram of an example method for syn-
chronizing a slave clock maintained at a network device
coupled to a network that includes a plurality of intermediate
nodes, according to an embodiment.

DETAILED DESCRIPTION

In various embodiments described below, time and/or fre-
quency at a slave/client device is synchronized to a master
clock maintained by a master/server, device using time pro-
tocol packets that are sent from the master device to the slave
device via one or more intermediate nodes of a network. The
time protocol packets are generated at the master device and
include a time stamp that captures a time provided by the
master clock, in an embodiment. In an embodiment, the time
protocol packets are Network Time Protocol (NTP) packets.

In various embodiments and scenarios, at least one of the
intermediate nodes in the network supports time correction
functionality that allows the destination (slave) device to
determine delays of time protocol packets within the inter-
mediate node(s) of the network. In one such embodiment and
scenario, one or more of the intermediate nodes processes the
time protocol packets to determine whether the received time
protocol packets already include an existing time correction
field, and for each time protocol packet either updates the
time correction field when such a field already exists, or adds
a new time correction field if such a field does not yet exist.
Additionally or alternatively, in some embodiments and sce-
narios, one or more of the intermediate nodes adds a new time
correction field to each of the time protocol packets regardless
of'whether the received time protocol packets already include
time correction fields. In some embodiments and scenarios,
one or more of the intermediate nodes do not support time
correction functionality, and neither add a new time correc-
tion field nor check whether received time protocol packets
already include a time correction field.

In some embodiments in which the time protocol packets
are N'TP packets, the newly added (or updated) time correc-
tion fields are NTP “extension fields.” NTP extension fields
are general-purpose fields that can optionally be added at the
end of an NTP packet. In other embodiments, the NTP exten-
sion fields are added at other, suitable locations in an NTP
packet. These extension fields are generally defined by the
NTP standard to include a “field type” sub-field indicating the
specific purpose/function of the extension field, a “length”
sub-field indicating the length of the extension field, a “value”
sub-field that includes information corresponding to the indi-
cated field type, and (if needed) padding bits. The NTP stan-
dard does not, however, define any particular use or applica-
tion in which an extension field relates to time correction
information. Indeed, conventional NTP systems typically use
extension fields for entirely different purposes, such as
authentication of the source of the NTP packets.

Afterreceiving a time protocol packet that has traversed the
intermediate nodes ofthe network, the slave device calculates
a corrected time based on the time correction information
included in the time correction field(s) and based on the time
stamp (and, in some embodiments, based on one or more
additional time stamps included in the time protocol packet),
in an embodiment. In one embodiment, the time correction
information in the time correction field(s) includes one or
more “residence times” reflecting the length of time that the
time protocol packet resided in (e.g., was processed and/or
queued by) each of the intermediate nodes in the packet path
that supports time correction functionality. The time correc-
tion information can then be used by the slave device to
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synchronize the slave clock to the master clock (e.g., by
adjusting a time and/or frequency at the slave device).

FIG. 1 is a block diagram of a highly simplified example
system 10 that includes a client 12 communicatively coupled
to a server 14 via a network 16, according to an embodiment.
While client 12 and server 14 are shown outside of (and
coupled to) network 16, it is noted that client 12 and/or server
14 are considered to be included within the network 16, in an
embodiment. Client 12 and server 14 are any suitable type(s)
of devices (e.g., computing devices or component devices,
network switches, etc.), according to various embodiments.
Server 14 implements a master clock, while client 12 imple-
ments a slave clock. A clock module 20 of the server 20 is
configured to maintain the master clock. In an embodiment,
the master clock is a time-of-day clock. In another embodi-
ment, the master clock is a counter not directly linked to a
time-of-day. In an embodiment, the clock module 20 includes
orutilizes a counter circuit (not seen in FIG. 1) that maintains
the master clock. The clock module 20 is configured to cause
time-stamped packets (also referred to herein as “time proto-
col packets”) to be transmitted from server 14 to client 12 via
a network 16. The time protocol packets are time-stamped
with one or more values of the master clock maintained by the
clock module 20, in an embodiment. In various embodiments,
server 14 sends time protocol packets to client 12 on a peri-
odic basis, upon request from client 12, or in another suitable
manner.

The network 16 comprises one or more of a private net-
work, a public network, a backbone network, a provider net-
work, the Internet, etc. The network 16 includes a plurality of
intermediate nodes 18A-18C. In various embodiments, the
intermediate nodes 18A-18C are any suitable sort(s) of net-
work device(s), such as routers, bridges, or other network
switches. In the embodiment shown in FIG. 1 and described
below, intermediate nodes 18A and 18B support at least some
level of time correction functionality, while intermediate
node 18C does not support any such time correction function-
ality. In alternative embodiments and/or scenarios, the net-
work 16 includes more or fewer than the three intermediate
nodes 18. Moreover, in alternative embodiments and/or sce-
narios, a different number of intermediate nodes 18 support
time correction functionality. In some embodiments and/or
scenarios, for example, all of intermediate nodes 18 in the
network 16 support time correction functionality.

In an embodiment, the time protocol packet generated by
clock module 20 and transmitted to the network 16 by server
14 does not include any time correction fields. In one embodi-
ment, for example, the generated time protocol packet is an
NTP packet conforming to the protocol specified by RFC
5905, with (as in conventional NTP systems) no extension
fields being dedicated to time correction. Server 14 includes
a port 22, and the clock module 20 is configured to cause the
time protocol packet to be transmitted via at least the port 22.
In an embodiment, port 22 is a physical port coupled to at least
intermediate node 18A of network 16.

In some embodiments, the clock module 20 is imple-
mented in whole or in part by one or more physical processors
within server 14. In one such embodiment, some or all of the
one or more physical processors are hardware processors,
such as integrated circuits (e.g., application specific inte-
grated circuits (ASICs), programmable logic devices, etc.) or
acollection of discrete hardware components, for example. In
another embodiment, some or all of the one or more physical
processors are configured to read and execute software or
firmware instructions stored on a tangible, non-transitory,
computer-readable memory (e.g., a magnetic disk, optical
disk, random access memory (RAM), read-only memory
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(ROM), flash memory, etc.). In some embodiments, the soft-
ware or firmware instructions include machine-readable
instructions that, when executed by the physical processor(s),
cause the physical processor(s) to perform the actions
described above.

Two paths of the time protocol packet, corresponding to
two different example scenarios, are illustrated in FIG. 1. In
the first path/scenario, the time protocol packet traverses path
30A-30C, which is represented in FIG. 1 by solid arrows.
Thus, the time protocol packet passes through (e.g., is pro-
cessed by, is queued by, etc.) intermediate nodes 18 A and 18B
before reaching client 12. In the embodiment of FIG. 1, the
intermediate node 18A includes an ingress 50 configured to
receive packets (including at least time protocol packets)
from the server 14. In an embodiment, the ingress 50 includes
at least one physical port coupled at least to server 14. A time
correction field detection unit 52 of intermediate node 18A is
configured to determine whether time protocol packets
received via ingress 50 include time correction fields. As
noted above, the time protocol packet generated and trans-
mitted by server 14 does not, in some embodiments, include
any time correction fields. In these embodiments, therefore,
the time correction field detection unit 52 determines that no
time correction field is included in each of the time protocol
packets received from server 14. In response to each such
determination, in an embodiment, a time maintenance unit 54
of intermediate node 18A adds a new time correction field to
the respective time protocol packet. In some embodiments,
the time maintenance unit 54 is configured to add a new time
correction field to each time protocol packet regardless of
whether any time correction fields already exist within the
packet. In one such embodiment, the time correction field
detection unit 52 is not included in intermediate node 18A.

In some embodiments in which the time protocol packet is
an N'TP packet, the time correction field added by time main-
tenance unit 54 is an extension field as defined by RFC 5095.
FIG. 2 shows one embodiment of an example time correction
field 100 that is generally arranged according the NTP exten-
sion field format. The time correction field 100 includes vari-
ous sub-fields, including a “field type” sub-field 102, a
“length” sub-field 104, a “time correction information” sub-
field 106, and a “padding” sub-field 110. In the embodiment
of FIG. 2, the field type sub-field 102 is two octets (16 bits)
long, the length sub-field 104 is two octets long, the time
correction information sub-field 106 is eight octets long, and
the padding sub-field 110 is four octets long. In an embodi-
ment, the field type sub-field 102 includes information speci-
fying that the time correction field 100 is to be used for time
correction purposes (e.g., at the destination device, client 12),
the length sub-field 104 includes information specifying the
length (e.g., bits, bytes, octets, etc.) of the time correction
field 100, and the padding sub-field 110 includes padding bits
(e.g., zeros or ones) as needed. In some embodiments, the
time correction information 106 specifies a residence time of
the time protocol packet within intermediate node 18A. The
“residence time” generally refers to a length of time that the
time protocol packet spends in intermediate node 18A before
being forwarded to the next device in network 16 (i.e., in the
first path/scenario, before being forwarded to intermediate
node 18B). In one embodiment, for example, the residence
time is a counter value, maintained by a counter (not seen in
FIG. 1) of intermediate node 18A, that corresponds to a length
of time that the time protocol packet spent within (e.g., was
queued and/or processed by) intermediate node 18A. While
FIG. 2 shows an extension field 100 arranged according to the
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NTP standard, the time correction field added by time main-
tenance unit 54 has a different, suitable format in other
embodiments.

FIG. 3A shows an example time protocol packet 120A,
after processing by intermediate node 18A, that corresponds
to one embodiment in which the time protocol packet 120A is
an NTP packet. As seen in FIG. 3A, the time protocol packet
120A firstincludes various fields 122 that conform to the NTP
standard, such as a “leap indicator” (LI) field, a “version
number” (VN) field, a “mode” field, etc. Thereafter, and also
in conformance with the NTP standard, the example time
protocol packet 120A includes a “reference time stamp”™ 124
specifying the time at which the master clock was last set or
corrected, an “originate time stamp” 126 specifying the time
when client 12 sent server 14 a request for a time protocol
packet, a “receive time stamp” 130 specifying the time when
the request was received by server 14, and a “transmit time
stamp” 132 specifying a time when the time protocol packet
120A was sent by server 14 in response to the request from
client 12.

As seen in FIG. 3A, the time protocol packet 120A also
includes a first extension field 140A. The first extension field
140A is the time correction field added by the time mainte-
nance unit 54 of intermediate node 18A (e.g., time correction
field 100 of FIG. 2), according to one embodiment. In some
embodiments, the time protocol packet 120A also includes
one or more additional fields after the first extension field
140A. In other embodiments, the time protocol packet 120A
ends immediately after the first extension field 140A. In vari-
ous alternative embodiments, the time maintenance unit 54
adds the first extension field 140A at a different, suitable
location within the time protocol packet 120A.

Referring again to FIG. 1 and the first example scenario
(path 30A-30C), the modified time protocol packet (e.g., time
protocol packet 120A) is forwarded to intermediate node 18B
via an egress 56. In an embodiment, the egress 56 includes at
least one physical port coupled to at least intermediate node
18B (for the first path/scenario), or coupled to at least inter-
mediate node 18C (for the second path/scenario). In one
embodiment in which the time correction field includes infor-
mation specifying a residence time of the time protocol
packet within intermediate node 18A, the intermediate node
18A measures the residence time based on when the packet is
first detected at ingress 50 and when the (modified) packet is
transmitted by egress 56. While FIG. 1 depicts only ingress
50, time correction field detection unit 52, time maintenance
unit 54, and egress 56 within intermediate node 18A, it is
noted that in some embodiments intermediate node 18A
includes one or more additional units or stages. In various
embodiments, for example, intermediate node 18A is a router
device that also includes policy and/or policer ingress
engines, a router engine, policy and/or policer egress engines,
etc. In some embodiments, the time correction field detection
unit 52 and/or time maintenance unit 54 are included within
another unit or engine, such as a media access control (MAC)
engine or a header parsing engine.

In some embodiments, each of the time correction field
detection unit 52 and/or the time maintenance unit 54 is
implemented in whole or in part by a respective set of one or
more physical processors within intermediate node 18A. In
one such embodiment, some or all of the one or more physical
processors are hardware processors, such as integrated cir-
cuits (e.g., ASICs, programmable logic devices, etc.) or a
collection of discrete hardware components, for example. In
another embodiment, some or all of the one or more physical
processors are configured to read and execute software or
firmware instructions stored on a tangible, non-transitory,
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computer-readable memory such as a magnetic disk, optical
disk, RAM, ROM, flash memory, etc. In some embodiments,
the software or firmware instructions include machine-read-
able instructions that, when executed by the physical proces-
sor(s), cause the physical processor(s) to perform the actions
described above. In some embodiments, the same set of one
or more physical processors implements the functionality of
both the time correction field detection unit 52 and the time
maintenance unit 54.

Continuing with the first example scenario (path 30A-
300), an ingress 60 of intermediate node 18B receives the
time protocol packet (now including a time correction field)
from intermediate node 18 A via path 30B. In an embodiment,
the ingress 60 includes at least one physical port coupled to at
least intermediate node 18A. The intermediate node 18B
includes a time correction field detection unit 62 and a time
maintenance unit 64, which in some embodiments are similar
to the time correction field detection unit 52 and time main-
tenance unit 54, respectively, of intermediate node 18A. In
one embodiment, the time correction field detection unit 62
detects the time correction field added by intermediate node
18A (e.g., the first extension field 140A of FIG. 3A). In
response to this determination, in an embodiment, the time
maintenance unit 64 updates the time correction field. In one
embodiment where the intermediate node 18B receives the
time protocol packet 120A from intermediate node 18A, for
example, the time correction field detection unit 62 detects
the extension field 140A, and the time maintenance unit 64
then updates the time correction information included in the
extension field 140A. In various embodiments, the time main-
tenance unit 64 updates the time correction information in the
extension field 140A by further specitying the residence time
of'the time protocol packet 120 A in intermediate node 18B, or
by changing the residence time added at intermediate node
18A such that the time reflects a total residence time of the
time protocol packet 120A within intermediate nodes 18A
and 18B. FIG. 3B shows a time protocol packet 120B that
corresponds to the time protocol packet 120A after process-
ing by the time maintenance unit 64 of intermediate node
18B, according to one such embodiment. As seen in FIG. 3B,
the first extension field 140A has been modified to reflect not
only the packet delay associated with intermediate node 18A,
but also the packet delay associated with intermediate node
18B.

Alternatively, in some embodiments, the time maintenance
unit 64 adds a new time correction field specifying time
correction information associated with intermediate node
18B (e.g., a residence time of the time protocol packet within
intermediate node 18B), even though the time protocol packet
already included such afield (i.e., extension field 140A) when
received by intermediate node 18B. FIG. 3C shows a time
protocol packet 120C that corresponds to the time protocol
packet 120A after processing by the time maintenance unit 64
of intermediate node 18B, according to one such embodi-
ment. As seen in FIG. 3C, the time protocol packet 120C
includes not only the first extension field 140A added by
intermediate node 18A, but also a new, second extension field
140B added by intermediate node 18B. In some embodi-
ments, the second extension field 140B is arranged in a man-
ner similar to the first extension field 140A (e.g., according to
the format of extension field 100 in FIG. 2), but specifies a
residence time of the time protocol packet within intermedi-
ate node 18B rather than intermediate node 18A. In other
embodiments, the second extension field 140B is arranged
according to a format different than the format of the first
extension field 140A.
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Referring again to FIG. 1 and the first example scenario
(path 30A-30C), the modified time protocol packet (e.g., time
protocol packet 120C) is forwarded to client 12 via an egress
66. In an embodiment, the egress 66 includes at least one
physical port coupled to at least client 12. In some embodi-
ments in which the time correction information added by
intermediate node 18B specifies a residence time of the time
protocol packet within intermediate node 18B, the interme-
diate node 18B measures the residence time based on when
the packet is first detected at ingress 60 and when the (modi-
fied) packet is transmitted by egress 66. While FIG. 1 depicts
only ingress 60, time correction field detection unit 62, time
maintenance unit 64, and egress 66 within intermediate node
18B, it is understood that in some embodiments intermediate
node 18B includes one or more additional units or stages. In
various embodiments, for example, intermediate node 18B is
a router device that includes a policy and/or policer ingress
engines, a router engine, policy and/or policer egress engines,
etc. In some embodiments, the time correction field detection
unit 62 and/or time maintenance unit 64 are included within
another unit or engine, such as a MAC engine or a header
parsing engine. Moreover, in some embodiments where the
intermediate node 18B adds a new time correction field
regardless of whether such a field already exists, intermediate
node 18B does not include the time correction field detection
unit 62.

In some embodiments, each of the time correction field
detection unit 62 and/or the time maintenance unit 64 is
implemented in whole or in part by a respective set of one or
more physical processors within intermediate node 18B. In
one such embodiment, some or all of the one or more physical
processors are hardware processors, such as integrated cir-
cuits (e.g., ASICs, programmable logic devices, etc.) or a
collection of discrete hardware components, for example. In
another embodiment, some or all of the one or more physical
processors are configured to read and execute software or
firmware instructions stored on a tangible, non-transitory,
computer-readable memory such as a magnetic disk, optical
disk, RAM, ROM, flash memory, etc. In some embodiments,
the software or firmware instructions include machine-read-
able instructions that, when executed by the physical proces-
sor(s), cause the physical processor(s) to perform the actions
described above. In some embodiments, the same set of one
or more physical processors implements the functionality of
both the time correction field detection unit 62 and the time
maintenance unit 64.

In the second example scenario, the time protocol packet
instead traverses path 40A-40C, which is represented in FIG.
1 by dashed arrows. Thus, the time protocol packet passes
through (e.g., is processed by, queued by, etc.) intermediate
nodes 18A and 18C before reaching client 12. In the second
path/scenario, the time protocol packet is processed by inter-
mediate node 18A in the same manner described above with
respect to the first path/scenario (e.g., resulting in time pro-
tocol packet 120A, in one embodiment). As noted above,
however, the intermediate node 18C does not, in the example
embodiment and scenario of FIG. 1, support time correction
functionality. Thus, in one such embodiment, the intermedi-
ate node 18C does not add any time correction information to
the time protocol packet, and does not modify any time cor-
rection information already existing within the time protocol
packet as received by intermediate node 18C. Instead, the
intermediate node 18C processes the time protocol packet
only according to other functionality of the intermediate node
18C (e.g., using a policy engine, forwarding engine, etc.),
before forwarding the time protocol packet to client 12. Inone
embodiment and scenario, for example, intermediate node
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18C receives time protocol packet 120A from intermediate
node 18A, and forwards the time protocol packet 120A to
client 12 without adding a new time correction field or updat-
ing the existing time correction field (extension field 140A).

In both the first and second example scenarios, the time
protocol packet is received by the client 12, via a port 70, after
having traversed network 16 via path 30A-30C or path 40A-
40C. In an embodiment, the port 70 is a physical port coupled
at least to intermediate node 18B (for the first example path/
scenario) or at least to intermediate node 18C (for the second
example path/scenario). In some embodiments, the client 12
includes one or more additional ports not seen in FIG. 1. A
time information identification unit 72 in client 12 is config-
ured to identify the time specified by a time stamp in the
received time protocol packet. In some embodiments, the
time information identification unit 72 identifies times speci-
fied in a plurality of time stamps. In some embodiments and
scenarios in which the time protocol packet 120A, the time
protocol packet 120B, or the time protocol packet 120C is
received by client 12, for example, the time information iden-
tification unit 72 identifies the times specified by each of the
reference time stamp 124, the originate time stamp 126, the
receive time stamp 130, and the transmit time stamp 132. In
some embodiments, the time information identification unit
72 identifies the time(s) specified in the time stamp(s) by
parsing data, within the time protocol packet, that is located at
a predetermined time stamp location, or locations, within the
time protocol packet.

The time information identification unit 72 also identifies
time correction information specified in one or more time
correction fields of the time protocol packet, in an embodi-
ment. In some embodiments and scenarios where the time
protocol packet 120A, the time protocol packet 120B, or the
time protocol packet 120C is received by client 12, for
example, the time information identification unit 72 identifies
the time correction information specified by the first exten-
sion field 140A and (if present) the second extension field
140B. In some embodiments, the time information identifi-
cation unit 72 first determines whether any time correction
fields exist within the packet, and then reads values within any
time correction fields that are determined to exist.

Client 12 also includes a clock module 74 configured to
maintain the slave clock. A time synchronization unit 76 in
client 12 is configured to utilize the time(s) specified in the
time stamp(s), and the time correction information, as iden-
tified by the time information identification unit 72, to syn-
chronize the slave clock with the master clock maintained by
server 14. In various embodiments and/or scenarios, the time
synchronization unit 76 synchronizes the slave clock by
adjusting a frequency of the slave clock to match a frequency
of the master clock, and/or by adjusting a time of the slave
clock to match a time of the master clock. In one embodiment
in which the time correction information includes one or
more residence times (e.g., corresponding to one or more
respective intermediate nodes), the time synchronization unit
76 reads each of the residence times, and sums the residence
times together to determine a total delay along the path 30A-
30C (in the first example scenario) or the path 40A-40C (in
the second example scenario).

Operation of the time synchronization unit 76 is now
described in more detail with respect to one example embodi-
ment and scenario. In this example embodiment and scenario,
server 14 generates an NTP packet that includes at least a
transmit time stamp “T1” specifying a time when the NTP
packet was sent by server 14, a receive time stamp “T2”
specifying a time when a request for the NTP packet was
received from client 12 by server 14, and an origin time stamp
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“T3” specitying a time when client 12 sent the request for the
NTP packet to server 14. In this example embodiment and
scenario, the NTP packet traverses at least intermediate node
18A toreach client 12, and as a result the NTP packetincludes
at least one NTP extension field containing data indicative of
at least one intermediate node residence time.

Continuing with this example, after client 12 receives the
NTP packet, client 12 is aware of the times specified by time
stamps T1, T2 and T3, the time (“T4”) at which the NTP
packet was received by client 12, and the residence time(s)
specified in the NTP extension field(s). In one embodiment,
the time synchronization unit 76 then computes a time offset
between server 14 and client 12 as follows:

Offset=74-73-CF-0.5*RIT (Equation 1)

In Equation 1, CF is the sum of all residence times indi-
cated in the one or more NTP extension fields of the NTP
packet received by client 12. RTT is the round-trip time
between client 12 and server 14, which in an embodiment is
calculated by the time synchronization unit 76 as:

RTT=0.5*[(T4-T3-CF)+(I2-T1)] (Equation 2)

The offset and round-trip times are important values that
can be used according to the NTP protocol to synchronize the
clock of client 12 to the master clock of server 14. In some
embodiments and scenarios, client 12 generates time stamps
to be inserted into the next NTP message for transmission. In
one embodiment, for example, client 12 sets the transmit time
stamp equal to T3, sets the receive time stamp equal to (T4—
CF), and sets the origin time stamp to the precise time when
the NTP message is transmitted.

In some embodiments, each of the time information iden-
tification unit 72, the time synchronization unit 76, and/or the
clock module 74 is implemented in whole or in part by a
respective set of one or more physical processors within client
12. In one such embodiment, some or all of the one or more
physical processors are hardware processors, such as inte-
grated circuits (e.g., ASICs, programmable logic devices,
etc.) or a collection of discrete hardware components, for
example. In another embodiment, some or all of the one or
more physical processors are configured to read and execute
software or firmware instructions stored on a tangible, non-
transitory, computer-readable memory such as a magnetic
disk, optical disk, RAM, ROM, flash memory, etc. In some
embodiments, the software or firmware instructions include
machine-readable instructions that, when executed by the
physical processor(s), cause the physical processor(s) to per-
form the actions described above. In some embodiments, the
same set of one or more physical processors implements the
functionality of two or more of the time information identi-
fication unit 72, time synchronization unit 76, and clock mod-
ule 74.

FIG. 4 is a flow diagram of an example method 200 for
maintaining time at a network device acting as an intermedi-
ate node, according to an embodiment. In various embodi-
ments and scenarios, the method 200 is implemented by
intermediate node 18A or intermediate node 18B of FIG. 1.

At block 210, a packet including a time stamp is received.
The packet conforms to a protocol that does not define a
dedicated field for time correction, and the time stamp speci-
fies a time (e.g., a transmit time generated by a master clock),
in an embodiment. In some embodiments, for example, the
packet is an NIP packet or other suitable timing packet. The
received packet does not include any fields carrying, or any
fields dedicated to the purpose of carrying, time correction
information (e.g., residence times), in an embodiment. In
some embodiments, the received packet includes a plurality
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of time stamps (e.g., four time stamps of an NTP packet). In
one embodiment, block 210 is implemented by an ingress
such as ingress 50 or ingress 60 of FIG. 1.

At block 220, it is determined whether the packet received
at block 210 includes an existing field specifying time cor-
rection information, i.e., whether the packet, when received
by the network device, includes a field to be used for correct-
ing a time specified by the time stamp in the packet received
atblock 210 (e.g., according to the example corresponding to
Equation 1 and/or Equation 2 above, in an embodiment). In
some embodiments, for example, it is determined whether the
packet includes an existing field specifying one or more resi-
dence times of the packet in one or more respective interme-
diate nodes of the network. In one embodiment in which the
packet received at block 210 is an NTP packet, it is deter-
mined whether the NTP packet includes an NTP extension
field such as extension field 100 of FIG. 2 (e.g., an extension
field having at least a sub-field specifying a “field type” that
designates the N'TP extension field as a field that specifies
time correction information), for example. In some embodi-
ments, determining whether a time correction field already
exists includes determining the total number N of time cor-
rection fields (e.g., the number of NTP extension fields
including time correction information), with N=0 corre-
sponding to a determination that no time correction fields are
present in the packet. In one embodiment, block 220 is imple-
mented by a time correction field detection unit such as time
correction field detection unit 52 or time correction field
detection unit 62 of FIG. 1.

If it is determined at block 220 that the packet received at
block 210 includes an existing field specifying time correc-
tion information (e.g., if N>0), flow proceeds to block 230. At
block 230, the existing field detected at block 220 is updated.
In an embodiment, the existing field is updated to reflect a
residence time of the packet in the network device imple-
menting the method 200 (e.g., the amount of time that the
network device processes and/or queues the packet, in an
embodiment). In one embodiment in which the existing field
is an N'TP extension field arranged in the manner of extension
field 100 of FIG. 2, for example, the value of sub-field 106 is
updated to reflect the residence time. In some embodiments,
the packet received at block 210 includes a single time cor-
rection field that specifies a sum total of one or more residence
times corresponding to one or more intermediate nodes in the
packet path (prior to reaching the network device implement-
ing the method 200), and the field is updated at block 230 by
adding the residence time of the packet within the network
device implementing the method 200 to that sum total. In
other embodiments, the packet received at block 210 includes
a single time correction field that specifies one or more dis-
tinct residence times corresponding to one or more respective
intermediate nodes in the packet path (prior to reaching the
network device implementing the method 200), and the field
is updated at block 230 by adding additional information
specifying the residence time of the packet within the network
device implementing the method 200. In still other embodi-
ments, the packet received at block 210 includes a plurality of
time correction fields that each specify one or more distinct
residence times, or that each specify a sum total of one or
more residence times, and a single one of the multiple fields
is updated at block 230 either by adding additional informa-
tion specifying the residence time of the packet within the
network device implementing the method 200, or by instead
adding the residence time to a sum total within one of the
fields. In an alternative embodiment, a new field specifying
additional time correction information (e.g., any of the types
oftime correction information discussed above in connection
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with block 230, such as a residence time) is added to the
packet at block 230, despite having determined that a time
correction field already exists within the packet at block 220.
In one embodiment, block 230 is implemented by a time
maintenance unit such as, for example, time maintenance unit
54 or time maintenance unit 64 of FIG. 1.

If it is instead determined at block 220 that the packet
received at block 210 does not include an existing field speci-
fying time correction information, flow proceeds to block
240. At block 240, because no existing field in the packet is
suitable for updating with additional time correction infor-
mation, a new field specifying time correction information
(i.e., a new field specifying information to be used for cor-
recting the time specified by the time stamp) is added to the
packet. In one embodiment in which it is determined at block
220 whether the packet includes an existing field specifying
one or more residence times of the packet in one or more
respective intermediate nodes of a network, for example, the
new field specifies a residence time of the packet within the
network device implementing the method 200 (e.g., the
amount of time that the network device processes and/or
queues the packet, in an embodiment). In one embodiment in
which the packet received at block 210 is an NTP packet, the
new field is an NTP extension field such as extension field 100
of FIG. 2 (e.g., an extension field having at least a first sub-
field specifying a “field type” that designates the extension
field as a field specifying time correction information, and a
second sub-field that specifies the time correction informa-
tion itself), for example. In one embodiment, block 240 is
implemented by a time maintenance unit such as time main-
tenance unit 54 or time maintenance unit 64 of FIG. 1 (e.g.,
the same time maintenance unit that implements block 230, in
an embodiment).

In some embodiments, the method 200 includes one or
more additional blocks not seen in FIG. 4. In one embodi-
ment, for example, the method 200 includes an additional
block, after each of block 230 and block 240, in which the
packet (including the field updated at block 230 or the field
added at block 240) is forwarded to another network device.
In one embodiment, such a block is implemented by an egress
such as ingress 56 or egress 66 of FIG. 1. In some scenarios,
the method 200 is repeated for each of a plurality of packets
received by the network device that implements the method
200. In one embodiment and scenario, for example, a first
packet (e.g., a first NTP packet) is received at block 210, is
determined to not include an existing field specifying time
correction information at block 220, and is modified to
include a new field specifying such a field (e.g., an NTP
extension field such as extension field 100) at block 240,
while a second packet (e.g., a second NTP packet) is received
at block 210, is determined to include an existing field speci-
fying time correction information (e.g., an NTP extension
field such as extension field 100) at block 220, and is modified
such that the existing field is updated to reflect a residence
time of the second packet within the network device at block
230.

In an alternative embodiment, blocks 220 and 230 are
excluded from method 200, and a new field specifying time
correction information is added at block 240 regardless of
whether the packet received at block 210 already includes a
similar field. Moreover, in some embodiments and/or sce-
narios, a system such as system 10 of FIG. 1 includes multiple
network devices that each function as an intermediate node in
the packet path, but have differing levels of time correction
functionality. In one embodiment and scenario, for example,
a first intermediate node is configured to implement the full
method 200 shown in FIG. 4, while a second intermediate
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node (located before or after the first intermediate node in the
packet path) with more limited time correction functionality
is configured to implement a method that includes blocks 210
and 240 but omits blocks 220 and 230. Additionally, in one
embodiment and scenario, a third intermediate node (located
before, between, or after the first and second intermediate
nodes in the packet path) does not include any time correction
functionality, and is unable to implement any of blocks 220,
230, and 240. By allowing intermediate nodes to implement
differing levels of time correction functionality in this man-
ner, system design requirements are relaxed.

FIG. 5 is a flow diagram of an example method 300 for
synchronizing a slave clock maintained at a device coupled to
a network that includes a plurality of intermediate nodes,
according to an embodiment. In one embodiment, the method
300 is implemented by client 12 of FIG. 1.

At block 310, a packet that includes a time stamp and a
plurality of time correction fields is received. The time stamp
is a time stamp that was generated by a source node (e.g., a
master device that generated the packet, in an embodiment),
and each of the plurality of time correction fields corresponds
to a different one of a plurality of intermediate nodes located
in the packet path prior to the packet being received at block
310. In an embodiment, the packet is a packet that conforms
to a protocol that does not define a dedicated field for time
correction, such as NTP, for example. In an embodiment, the
packet received at block 310 is an NTP packet that includes a
plurality of time stamps and a plurality of NTP extension
fields (e.g., NTP packet 120C of FIG. 3C, in an embodiment,
with NTP extension fields 140A and 140B specifying at least
the respective residence times of the intermediate nodes that
added those extension fields). In one embodiment, the packet
is received at block 310 by a port such as port 70 of FIG. 1.

Atblock 320, a time specified by the time stamp, and time
correction information specified in the plurality of time cor-
rection fields, are identified. As noted above in connection
with block 310, the time correction information identified at
block 320 includes, in some embodiments, a plurality of
residence times each associated with a different one of a
plurality of intermediate nodes that was in the packet path
prior to the packet being received at block 310. In one
embodiment, block 320 is implemented by a time information
identification unit such as time information identification unit
72 of FIG. 1.

Atblock 330, the time and the time correction information
identified at block 320 are used to synchronize a clock (i.e., a
slave clock) maintained by the device implementing the
method 300 to a clock (i.e., a master clock) maintained by the
source node that generated the time stamp. In one embodi-
ment, for example, the time and the time correction informa-
tion are used to synchronize the clocks by adjusting a time
associated with the slave clock. Alternatively, or additionally,
in an embodiment, the time and the time correction informa-
tion are used to synchronize the clocks by adjusting a fre-
quency associated with the slave clock. In one embodiment,
block 330 is implemented by a time synchronization unit such
as time synchronization unit 76 of FIG. 1.

While various embodiments have been described with ref-
erence to specific examples, which are intended to be illus-
trative only and not to be limiting, changes, additions and/or
deletions may be made to the disclosed embodiments without
departing from the scope of the claims.

What is claimed is:

1. A method for synchronizing time or frequency at a
device coupled to a network that includes a plurality of inter-
mediate nodes, the method comprising:
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receiving, at the device and from the network, a packet
conforming to a protocol that i) defines a time stamp
field for including a time stamp from a source node, ii)
does not define a dedicated field for time correction
information, and iii) defines a plurality of general pur-
pose extension fields, the packet including (i) a time
stamp generated by a source node in the time stamp field,
and (ii) a plurality of time correction values correspond-
ing to different ones of the plurality of intermediate
nodes, the plurality of time correction values being
located in the plurality of general purpose extension
fields;
identifying, at the device, (i) a time specified by the time
stamp, and (ii) time correction information specified in
the plurality of general purpose extension fields; and

using, at the device, the time correction information and the
time specified by the time stamp to synchronize a clock
maintained by the device to a clock maintained by the
source node.

2. The method of claim 1, wherein identifying time correc-
tion information specified in the plurality of general purpose
extension fields includes identifying a plurality of residence
times associated with the different ones of the plurality of
intermediate nodes.

3. The method of claim 1, wherein receiving the packet
includes receiving a Network Time Protocol (NTP) packet
including a time stamp and a plurality of NTP extension
fields, and wherein each of the plurality of NTP extension
fields specifies a residence time of the NTP packet in a dif-
ferent one of the plurality of intermediate nodes.

4. The method of claim 1, wherein using the time correc-
tion information and the time specified by the time stamp to
synchronize a clock maintained by the device to a clock
maintained by the source node includes using the time cor-
rection information and the time specified by the time stamp
to adjust a time associated with the clock maintained by the
device.

5. The method of claim 1, wherein using the time correc-
tion information and the time specified by the time stamp to
synchronize a clock maintained by the device to a clock
maintained by the source node includes using the time cor-
rection information and the time specified by the time stamp
to adjust a frequency associated with the clock maintained by
the device.

6. The method of claim 1, wherein the packet does not
include any time correction information corresponding to a
first intermediate node in a path via which the packet traveled.

7. A device comprising:

one or more ports configured to receive packets from a

network;

atime information identification unit configured to identify

(1) atime specified by a time stamp in a time stamp field
of a packet received via at least one of the one or more
ports, and (ii) time correction values specified in general
purpose extension fields of the packet, wherein
the time correction values correspond to different ones
of a plurality of intermediate nodes in the network,
the time stamp was generated by a source node, and
the packet conforms to a protocol that i) defines the time
stamp field for including the time stamp from the
source node, ii) does not define a dedicated field for
time correction information, and iii) defines the plu-
rality of general purpose extension fields; and
a time synchronization unit configured to use the time
correction values and the time specified by the time
stamp to synchronize a clock maintained by the device to
a clock maintained by the source node.
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8. The device of claim 7, wherein the time information
identification unit is configured to identify the time correction
values specified in the general purpose extension fields at
least by identifying a plurality of residence times associated
with the different ones of the plurality of intermediate nodes.

9. The device of claim 7, wherein the time information
identification unit is configured to identify (i) a time specified
by a time stamp of a Network Time Protocol (NTP) packet
received via the at least one of the one or more ports, and (ii)
time correction information specified in a plurality of NTP
extension fields of the NTP packet, wherein each of the plu-
rality of NTP extension fields specifies a residence time of the
NTP packet in a different one of the plurality of intermediate
nodes.

10. The device of claim 7, wherein the packet does not
include any time correction information corresponding to a
first intermediate node in a path via which the packet traveled.
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